
Frequency:

Form Factor:

Range (up to):

Power Source:

Charging:

Sealing:

AA

USB

HAND
HELD

BATTERIES

PISTOL
GRIP

AAA
BATTERIES

CAN

MHz
433 

54 65 67
IP IP IP

BELLY
PACK

MHz
900 2.4

PAD

66
IP

CHARGEABLE
RE LiPOLY NiMH

SWAP

Frequency:

Form Factor:

Range (up to):

Power Source:

Charging:

Sealing:

AA

USB

HAND
HELD

BATTERIES

PISTOL
GRIP

AAA
BATTERIES

CAN

MHz
433 

54 65 67
IP IP IP

BELLY
PACK

MHz
900 2.4

PAD

66
IP

CHARGEABLE
RE LiPOLY NiMH

SWAP

QUANTUM
RADIO TRANSMITTER

Custom configurations 
available to fit  

any application.

K A R - T E C H . C O M

All Kar-Tech radios include:

• Intelligent power management

• EasySync RF teach

• Two-way communication

• Actively protected & monitored I/O

• Real-time feedback

• Active safety checking

Small, solid, and ready to work—our QUANTUM transmitter 
series of products make for the smallest bellypack we’ve seen.  
Totally molded out of polypropylene copolymer, it can take a 
beating at any temperature you work in, and has just enough room 
for the essential controls you need to remotely operate your equipment 
safely.  

It’s the perfect size for remote control skid steer systems or other 
wireless track drive applications, but will work nicely for anything that 
needs a half-dozen or so toggle switches, a couple joysticks, or fewer.  A 
protective lip around the control face protects the switches and joysticks 
from accidental operation.  

Given the massive amount of customization available, we don’t stock 
the QUANTUM - it’s designed for OEM use only, but we’re happy to help 
configure a system for you.
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